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> RUBBER STAMP PART NUMBER AND SERTAL NUMBER [N /8 HIGH GOTHIC

CHARACTERS PER NASA/JSC PRC-9002. LOCATE APPROXIMATELY AS SHOWN.

FLAG NOTES

5. BREAK ALL SHARP EDGES AND ROUND ALL CORNERS TO .02 - .04 R.
4. ALL DIMENSTONS ARE IN INCHES/POUNDS.

3. CLEAN PER NASA/JSC PRC-5001 TO LEVEL GC.

2. FABRICATION TOLERANCES AND PRACTICES PER SKZ-361037355.

| INTERPRET PER JPG 8500.4.

NOTES: UNEESS OTHERWISE SPECIFIED

—= =—(.115)

| Rev | zonE

DESCRIPTI

ON OF CHANGE

MAKE FROM
- -80 | HINGE, CONTINUOUS, PLAIN . . * |
PIN #S5-1225-A <\
QTY PART NUMBER DESCRIPTION MATER AL SR\QC\FW\ON I TEM
DINENS IONAL TOLERANCE 5 1GNATURES €| NATIONAL AERONAUTICS AND SPACE @MIN!STRATION
0 £ 0. 1000 + 0,005 | DR PC NEWLIN | 22-Dec-00
00 £ 0.0 MOULAR £ 05 | eng PC_NEWL IN | 22-bec-00| LYNDON B. JOHNSON SPACE SENTER HOUSTON, TEXAS
SURFACE FINISH [N
CH
lo1ED orwise TBy APP T. APPROVER 99/99/99 HINGE ' ONNNUOUS | PLATN
FRACTURE] NEXT ASsY ALTERED I'TEM DRAWING
CRITICAL| TBD OF T.QE 99/99/99 [rrsrroT ETAC-HRF
RIS v MATL  T.MATERIALS 99/99/99
[XJ %o | Sp6461i8336. dRw STRESS T, STRESS 99/99/99 @ CODE\l\D/N/O DWG NO REV I
[ ] FLT HOWR [ ] APPLICABLE GSE AUTH  T.AUTHORIZER | 99/99/99 1356 SDG 461 | 8 336 TS
[ ] OTHER (SPECIFY) TEST APP sorooree | SCA 1 | orR6  TBD SHEET | OF |

0

STATUS: Check for DCNs against thj drawing.



